
Motor Finish:

AVAILABLE OPTIONS:

SPECIFICATIONS

ENERGY INFORMATION

Airflow (CFM) when operated at high speed:

Airflow (CFM):

Light Bulb Usage:

Capacitor:

Control:

ADDITIONAL INFORMATION

LIGHT SOURCE

Number of Lamps:

Installation:

Max Ceiling Angle:

Lead Wire:

Blades:

Watts (High):

Size:

HW-F-02-BK

HW-F-02-WH

Also Available in: Oil Rubbed Bronze, Brushed Nickel

RPM (High):

Reverse Airflow:

Switch Housing Cap:

Motor Size:

APPLICATION:
•   Indoor 
•   Large Room (up to 15' X 15')

4500

3105

E27 Base (not included)

4uF/5uF/6uF

Pull chain

175

HOOVER

Ceiling Fans

Tri-Mount

18°

20"

Yes

Certification: ETL

2

Plywood Blades

55W

Volt: 100-130V

52”

Black

White

Included

Silicon Steel + Copper Wire

AC 153*15 mm

For more information, please visit www.HoneywellLights-fans.com

Iluminaciones Técnicas S.A.
Panama Headquarters 1 (888) 502-8432
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BENEFITS:
•   Improved environmental performance.
•   Ability to operate in cold conditions.
•   No heat or uv emissions.
•   Design flexibility.
•   Long lifespan.

CERTIFICATE:

HOOVER F-02 52”


